
baiform BSP-MW

Rely on our high-quality stone wool fire protection cut-to-size 

products – a reliable choice for maximum safety. 

Our stone wool insulation boards offer optimum fire protection,  

are highly compressed, moisture-resistant and resin-bonded – for 

lasting safety and durability. Their hydrophilic properties ensure 

even greater protection. 

Upon request, the boards can be pre-assembled and laminated  

for fast and clean installation.

baiform BSP-MW

Fire protection with stone wool – the safe and 
clean solution for a host of applications
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Bailer Dämmstoff & Technik GmbH

Lessingstraße 16

72663 Großbettlingen

Tel. +49 70 22 24 30-0

info@bailer-daemmstoffe.de

www.bailer-daemmstoffe.de

Bailer partner:

baiform BSP-MW

Application

Fire-rated construction classified to DIN 4102-4 for interior fit-outs, exhaust silencers, ovens  
and equipment manufacturing. baiform BSP-MW can also be used as fire-rated cladding for 
steel beams and girders, depending on the material.

Production capabilities

Surface treatment One-sided, double-sided, or all-around colored laminations possible

Multi-dimensional fabrication Hydrojetting, splitting (slitting), shaping, turning, milling, gluing

Handmade fabrication method Edging, shrink-wrapping

Composite board fabrication Various material combinations

General properties

Densities between 30 and 200 kg/m3

Building material class Euroclass non-flammable, A1 DIN EN 13501-1

Stone wool melting point > 1000 °C DIN 4102-17

Thermal conductivity 031 – 040 DIN 18165-1

Sulphide sulphur content, silicone oil additives, classification temperatures and  

other technical specifications upon request


