
baiform SDE A1 non-flammable

Explore a safe and clean solution for your sound insulation with 

our baiform SDE materials. Fully coated on all sides with polyeth-

ylene film, these insulation materials deliver outstanding sound 

insulation while protecting against airborne fibres – for a cleaner, 

healthier indoor environment.

Certified by general technical approval Z-56.421-979, our  

insulation materials meet the highest possible safety and quality 

standards.

baiform SDE A1 non-flammable

Clean sound insulation without  
airborne fibres

Bailer 
Dämmstoff & 
Technik GmbH

Z-56.421-979
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Bailer Dämmstoff & Technik GmbH

Lessingstraße 16

72663 Großbettlingen

Tel. +49 70 22 24 30-0

info@bailer-daemmstoffe.de

www.bailer-daemmstoffe.de

Bailer partner:

baiform SDE A1 non-flammable

Application

For indoor use, on suspended ceilings or partition walls for example, where the highest fire 
protection standards are required. 

Technical specifications

Stone wool fire behaviour

+ PE film

A1

Fire behaviour classification A1 EN 13501-1

Stone wool melting point ≥ 1000 °C DIN 4102-17

Mineral wool thickness

Film thickness

20 – 200 mm

approx. 20 mµ

Stone wool density 50 – 80 kg/m3

Length-related flow resistance depending 

on the density of the stone wool

≥ 10 – 28 kPa · s/m2 EN 29053	

Production capabilities

Surface treatment Shrink-wrapped in black or white PE film

Dimensional fabrication Customised pre-cuts

Insulation core Stone wool

Mechanical fabrication method Shrink-wrapping


