
baiform roof cap DR

Protect your building project with our premium ridge turrets, 

developed specifically to ensure reliable water run-off in critical 

areas. Ideal for both new builds or renovations, our ridge turrets 

made from expanded polystyrene (EPS) foam or mineral fibre  

deliver the perfect solution.

Their pressure-resistant and dimensionally stable panels allow en-

sure the simple construction of various longitudinal and transverse 

slopes to suit your requirements. The panels are simply laid side 

by side and glued onto the substrate itself – for quick, clean and 

long-lasting waterproofing.

baiform roof cap DR

Effective water run-off in critical zones – for 
both new builds and renovations
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Bailer Dämmstoff & Technik GmbH

Lessingstraße 16

72663 Großbettlingen

Tel. +49 70 22 24 30-0

info@bailer-daemmstoffe.de

www.bailer-daemmstoffe.de

Bailer partner:

baiform roof cap DR

Application

baiform ridge turrets are the perfect addition to pitched roof systems, designed specifically 
for targeted water run-off in critical roof areas such as upstanding components, wall corners, 
forced roof drain feeds or skylights. 
baiform ridge turrets can also be retrofitted to existing flat roofs to direct rainwater to the 
drains.

Technical specifications

Material MiWO EPS PET

Application type DAA dm DAA dm/dh/ds DAA dm

Thermal conductivity 039 032 – 040 0.035

Compressive stress at 10 % 

compression in kPa

70 100 – 200 150

Fire behaviour A1 E (B1) E

Please provide us with the following information when requesting a quotation:

• Floor plan with dimensions

• Location of roof drains

• Max. possible height of the roof edge

• MiWo 2 – 12.5 %, EPS 1 – 4 % or 2 – 8 %


