
baiform edge insulation strip RDS

Baiform RDS is an elastic, non-combustible edge insulation strip 

made of stone wool and rated fire protection class A1.  

The insulation strips ensure effective sound insulation for screed 

constructions and reliable sound decoupling for stud walls.  

Manufactured from durable, sound-absorbing materials, these 

strips minimise structure-borne noise and support sustainable 

building operations.

baiform edge insulation strip RDS

A1-rated edge insulation strip – Effective  
sound insulation and sound decoupling
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Bailer Dämmstoff & Technik GmbH

Lessingstraße 16

72663 Großbettlingen

Tel. +49 70 22 24 30-0

info@bailer-daemmstoffe.de

www.bailer-daemmstoffe.de

Bailer partner:

baiform edge insulation strip RDS

Application

Baiform RDS guarantees effective sound insulation for screed constructions and reliable sound 
decoupling for stud walls.

Technical specifications

Fire behaviour of the stone wool A1-rated EN 13162

Melting point of the stone wool 1000 °C

Nominal thermal conductivity 0.035 W/m*K EN 13162

Length-related flow resistance > 40 kPa · s/m2 EN 29053

Density of the stone wool 100 kg/m3

Delivery programme

Thickness 10, 13 and 15 mm

Length 1200 mm

Width 80, 100, 120 and 150 mm

Other formats on request.


