
baiform GS

Our premium mineral wool insulation boards made of stone wool 

or glass wool are already pre-cut and laminated with durable glass 

fibre – saving you time and effort during installation.

baiform GS

Pre-cut insulation material with  
glass fibre lamination
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Bailer Dämmstoff & Technik GmbH

Lessingstraße 16

72663 Großbettlingen

Tel. +49 70 22 24 30-0

info@bailer-daemmstoffe.de

www.bailer-daemmstoffe.de

Bailer partner:

baiform GS

Application

For sound-insulating constructions (acoustics) of metal cassettes and panel construction.

Production capabilities

Surface treatment Single-sided lamination: baiform GS-A

Double-sided lamination: baiform GS-B 

All-round lamination: baiform GS-C 

Coloured laminations with various surface weights of glass fibre  

possible 

Dimensional fabrication Water jets, slitting, shape cutting, turning, milling

Handmade fabrication method Edging, stitching

General properties

Bulk density between 25 and 200 kg/m3

Building material class Non-flammable, A2 DIN 4102-1

Stitched Flame-retardant B1 DIN 4102-1

Max. application temperature Wool: 250 °C

Glass fibre: 150 °C	

Thermal conductivity 033 – 040 DIN 18165-1

Stone wool melting point > 1000 °C DIN 4102-17


