
baiform PE/PVC

Explore our durable insulation that raises the bar in performance! 

Our pre-cut polyolefin and co-extruded foam boards deliver an 

outstanding combination of strength and flexibility. UV-stabilised 

for durability, baiform PE, PVC, and Coplast are the ideal solution 

for outdoor use. Engineered for strength and rigidity, these insula-

tion materials ensure reliable, long-term performance in numerous 

applications.

baiform PE/PVC

Durable insulation material for  
a wide range of applications
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Bailer Dämmstoff & Technik GmbH

Lessingstraße 16

72663 Großbettlingen

Tel. +49 70 22 24 30-0

info@bailer-daemmstoffe.de

www.bailer-daemmstoffe.de

Bailer partner:

baiform PE/PVC

Application

Traditional material used as a thermal barrier, for chemical equipment and container  
construction, plant and machinery construction, and for the transport and storage industry. 

Production capabilities

Multi-dimensional fabrication Hydrojetting, shaping, turning, milling, drilling, gluing, clamping

General properties

PE-HWU PVC-CAW Coplast

Fire rating B2 B1 B1 DIN 4102

Bulk density 0.95 g/cm3 1.44 g/cm3 0.67 g/cm3 ISO 1183

Tensile stress 22 MPa 58 MPa 16 MPa DIN EN ISO 527

Operating temperature range -50 to +80 °C 0 to +60 °C 0 to +60 °C

Ultimate elongation 300 % 15 % DIN EN ISO 527

Modulus of elasticity 800 MPa > 3000 MPa 1000 MPa DIN EN ISO 527

Notch impact strength 12 kJ/m2 4 kJ/m2 20 kJ/m2 DIN EN ISO 179


