
baiform Thermo-AL element

Choose our aluminium film-laminated insulation panel for high 

standards in fire safety and quality. This premium insulation  

consists of expanded polystyrene laminated with pure aluminium  

film or aluminium mesh film – ensuring maximum safety and 

long-lasting performance.

Thanks to composite board fabrication, this solution can be  

perfectly adapted to suit your particular requirements.

baiform Thermo-AL element

Flame retardant – maximum fire protection  
for demanding projects
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Bailer Dämmstoff & Technik GmbH

Lessingstraße 16

72663 Großbettlingen

Tel. +49 70 22 24 30-0

info@bailer-daemmstoffe.de

www.bailer-daemmstoffe.de

Bailer partner:

baiform Thermo-AL element

Application

Ceiling insulation, cold room construction, compensation insulation 

Production capabilities

Surface treatment One-sided, double-sided, or all-around lamination possible.

Laminating materials Pure aluminium film, aluminium mesh film 

Dimensional fabrication Water jets, slitting, shape cutting, turning, milling, or gluing

Other composite board  

fabrication

GKP, Promatect fire protection boards, and other materials

General properties: Aluminium foils

Fire rating A1 SIA standard 183/2/DIN 4102

Material thickness 18 – 100 my EN 546-2, 573-3

Material Al 99.5 %

Tensile strength 70 – 90 N/mm3 

Elongation

• Longitudinal elongation

• Transverse elongation

6.94 %	

7.98 %

Chemical composition Al 99.59 %, Fe 0.21 %, Si 0.008 %, Cu 0.001 %, Mg 0 %, Mn 0.001 %,  

Cr 0 %, Ti 0.0017 %, Zn 0.036 %


